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TOOLS NEEDED: 6MM ALLEN WRENCH 

  12MM WRENCH 

 

NOTE:  TWO PEOPLE ARE NEEDED FOR INSTALLATION OF THIS PART. THE SEAT NEEDS TO BE REMOVED AND THE TANK PULLED 

BACK TO INSTALL THIS PART.  

 

1. USING A 6MM ALLEN WRENCH, REMOVE THE PASSENGER SEAT AND THE DRIVER SEAT. 

 

2. USING A 12MM WRENCH, REMOVE THE BOLT AT THE BASE OF THE TANK THAT HOLDS THE TANK ON. NOW PULL THE TANK BACK TO 

ACCESS THE NECK COVERS. HAVE THE OTHER PERSON HOLD THE TANK SO IT DOESN'T FALL. 

 

3. REMOVE THE OEM NECK COVERS. THERE ARE BOSSES THAT GO INTO RUBBER GROMMETS ON THE TOP AND THE SIDE OF EACH 

HALF OF THE NECK COVERS. 

 

4. INSTALL THE RUBBER FOAM PIECES PROVIDED ON EACH SIDE OF THE NEW NECK COVERS ON THE LOWER PART OF THEM, SAME 

AS OEM.  

 

5. INSTALL THE NEW NECK COVERS BY HOLDING EACH HALF AROUND THE FRAME. ALIGN THE ALIGNMENT TABS ON THE TOP OF THE 

LEFT SIDE COVER INTO THE SLOT ON THE RIGHT SIDE COVER, THEN SEAT THE TOP BOSSES INTO THE GROMMETS AND PUSH 

EACH OF THE SIDE BOSSES INTO THE SIDE GROMMETS.  

 

6. REINSTALL THE TANK AND SEAT IN THE REVERSE OF REMOVAL. 
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